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ADDITIONAL NOTES:
1. EXTERIOR LIGHTING SHALL NOT ILLUMINATE ONTO

ADJACENT BUILDINGS OR PROPERTY.
2. THE EXISTING ROOF OVERHANG & EAVETROUGH THAT

ENCROACHES OVER THE NORTH PROPERTY LINE FROM THE
ADJACENT BUILDING LOCATED AT 164 TRAFALGAR ROAD
ONTO 158 TRAFALGAR  ROAD IS PERMITTED TO REMAIN IN
PERPETUITY

3. NO AIR CONDITIONERS OR EMERGENCY GENERATORS WILL
BE LOCATED ON THE NORTH SIDE OF THE PROPERTY.

4. THE DEVELOPER AGREES TO UNDERTAKE A PRE AND POST
CONDITION SURVEY (INTERIOR & EXTERIOR) OF THE
ADJACENT NORTH BUILDING (164 TRAFALGAR ROAD) AND
THAT THE APPROPRIATE AND ADEQUATE FOUNDATION
SUPPORT SHALL FORM PART OF THE CONSTRUCTION
METHODOLOGY WHICH WILL BE REVIEWED BY THE
ADJACENT OWNER PRIOR TO CONSTRUCTION
COMMENCING.  THE ADJACENT OWNER AGREES TO ALLOW
THE PERSONS REQUIRED TO UNDERTAKE THESE SURVEYS
INTO THEIR PROPERTY.

5. THE STORM WATER DESIGN AND MANAGEMENT INCLUDES
THE THE ROOF AREA AND THREE DOWNSPOUTS FROM THE
ROOF AREA OF 164 TRAFALGAR ROAD.  REFER TO SITE
SERVICE DRAWINGS & REPORT FOR FURTHER
INFORMATION.

6. ALL EXISTING SERVICES FOR 152, 158 & 164 TRAFALGAR
ROAD SHALL BE PROTECTED DURING CONSTRUCTION.

SCALE:
SITE PLAN1

A1.1 1:150

1 01.05.18 ISSUED FOR PRECONSULT

TREE PROTECTION

SECTION 4, SIGNAGE

TREE PROTECTION BARRIERS

SECONDARY ENTRANCE / EXITS

MAIN ENTRANCE

FINISHED FLOOR ELEVATION

FINISHED GRADE - REFER TO CIVIL

PROPERTY LINE

83.37
x

82
.96

F.F.E.

EXISTING GRADE - REFER TO CIVIL

TREE HOARDING

TREE NUMBER PER ARBOURIST REPORT

EXISTING STRUCTURES TO BE REMOVED

SITE LEGEND:

TR 07

1

EXTENT OF UNDERGROUND PARKING WALLS
RD ROOF DOWNSPOUT LOCATION, DISCHARGE

ON 600X600 CONC. PAVER
PROPOSED DIMENSIONS TO NEW STRUCTURES

EXISTING TREE TO REMAIN -
DASHED LINE INDICATES TPZ (TREE
PROTECTION ZONE PER ARBOURIST
REPORT

NEW TREE PER LANDSCAPE PLAN

CLIENT:

ADDRESS:
CITY:
DRAWING TITLE:

DRAWN:
DATE: SCALE:
JOB NUMBER: SHEET NUMBER:

REVISIONS / ISSUANCE:
REF. DATE: DESCRIPTION:

Drawings must NOT be scaled.  Contractor must
check and verify all dimensions, specifications and

drawings on site and report any discrepancies to the
architect prior to proceeding with any of the work.
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CONDOMINIUMS

HICKS DESIGN STUDIO
295 ROBINSON STREET, SUITE 200 OAKVILLE ON, CAN L6J 1G7
WWW.HICKSDESIGNSTUDIO.CA           T.905.339.1212

SCALE:
TREE PROTECTION2

A1.1 N. T. S.

SCALE:
AREA CALCULATIONS3

A1.1 N. T. S.SCALE:
SITE STATISTICS4

A1.1 N. T. S.

SITE PLAN
SITE STATISTICS

VRP
AUG. 2017 1:150

A1.1SCALE:
ZONING REGULATIONS5

A1.1 N. T. S.

18. Required Fire
Resistance

Rating (FRR)

Horizontal Assemblies FRR (Hours)

Floors ............... 1 Hour(s)

Roof ................. 0 Hour(s)

Mezzanine ....... 1 Hour(s)

FRR of Supporting Members

Listed Design No. or Description (SG-2)

Listed Design No. or Description (SG-2)

Floors ............... 1 Hour(s)

Roof ................. 0 Hour(s)

Mezzanine ....... 1 Hour(s)

CONC. CORE SLAB C/W STRUCT. STEEL
WITH FIRE RATED SPRAY FOAM
N/A

N/A

N/A

N/A

FIRM NAME:  HICKS DESIGN STUDIO.
CERTIFICATE OF PRACTICE No. 5514
295 ROBINSON STREET, SUITE 200
OAKVILLE, ON, L6J 1G7
TEL: 905 339 1212

Ontario Building Code Data Matrix, Parts 3 & 9Item O.B.C. Reference

Project description: Part 11 Part 3 Part 9New
Addition
AlterationChange of Use 11.1 to 11.4 2.1.1. 2.1.1.

9.10.1.3.

2.

1.

Major Occupancy (s)- Group C RESIDENTIAL + Group F Division 3 PARKING GARAGE 3.1.2.1.(1) 9.10.2.

3. Building Area (m²)  - 638.639 1.1.3.2. 1.1.3.2.

4. Gross Area (m²)    - 2101.331 1.1.3.2. 1.1.3.2.

5. Number of Storeys     4                            Above Grade 4                                  Below Grade 1 2.1.1.3.3.2.1.1. &
1.1.3.2.

6. Number of Streets, Fire Fighter Access - One street 9.10.19.3.2.2.10. &
3.2.5.

7. Building Classification - Group C = 3.2.2.45, Group F3 = 3.2.2.77 9.10.4.3.2.2.20.-.83

8. Sprinkler System Proposed 3.2.2.20.-.83,

3.2.1.5.

3.2.2.17.

Entire building 9.10.8.

9. Standpipe required  Yes No N/A3.2.9.

10. Fire Alarm required (entire building) Yes No 9.10.17.2.3.2.4.

11. Water Service / Supply is Adequate Yes No 3.2.5.7. N/A

12. High Building Yes No 3.2.6. N/A

13. Permitted Construction Combustible Non-Combustible Both

Actual Construction Combustible Non-Combustible Both
3.2.2.20.-.83 9.10.6.

14. Mezzanine (s) Area, - not applicable 3.2.1.1.(3)-(8) 9.10.4.1.

15. Occupant load based on:  m²/person     design of building

44 TOTAL OCCUPANT LOAD - BASED ON 2 OCCUPANTS PER BEDROOM

3.1.16. 9.9.1.3.

16. Barrier-free Design: Yes No 3.8. 9.5.2.

17. Hazardous Substances Yes No 3.3.1.2. &
3.3.1.19.

9.10.1.3.(4)

18. 3.3.2.20.-.83 &
3.2.1.4.

9.10.8. &
9.10.9.

19. Spatial Separation - Construction of Exterior Walls 3.2.3. 9.10.14.

ü

ü
Basement only
In lieu of roof rating
Not required

ü
ü

ü

ü
ü

ü

ü

ü
ü

ü

NAME OF PROJECT:
TRAFALGAR ROAD CONDOMINIUMS
LOCATION:
156 - 160 TRAFALGAR ROAD
OAKVILLE, ONTARIO

STRUCT. STEEL WITH FIRE RATED SPRAY

SCALE:
O.B.C. MATRIX6

A1.1 N. T. S.

10.2 PROPOSED

EXISTING TREE TO BE REMOVED -
REFER TO ARBORIST REPORT

UGP

2 04.26.18 ISSUED FOR SITE PLAN APPROVAL
3 11.07.18 REISSUED FOR SITE PLAN APPROV.
4 03.21.19 TREE 1 REMOVED

LOW  BOLLARD LANDSCAPE LIGHTING

5 12.05.19 ADDITIONAL NOTES ADDED.
WALKWAY & BOLLARD LIGHTING PROVIDED
ALONG NORTH SIDE OF BUILDING

6 05.25.20 HYDRO VAULT LOCATED
7 06.25.20 NORTH EASEMENT ADDED
8 09.24.20 ISSUED FOR FINAL SPA

AutoCAD SHX Text
"TREE PROTECTION ZONE NO GRADE CHANGE, STORAGE OF MATERIALS OR EQUIPMENT IS PERMITTED WITHIN THIS AREA.  THE TREE PROTECTION BARRIER MUST NOT BE REMOVED WITHOUT THE WRITTEN AUTHORIZATION OF THE TOWN OF OAKVILLE."

AutoCAD SHX Text
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