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Garage Roof Assembly, Refer to Arch,
Slope to Drain

Granular 'A'

Concrete With Light Broom
Finish, Slope to Drain

Filter Fabric

Provide Control and Expansion
Joints, as required

15
0

12
5

Granular 'A'

Concrete With Light Broom
Finish, Slope to Drain

Compacted / Undisturbed Grade

Provide Control and Expansion
Joints, as required

80
12

5
25

15
0

Concrete Slab

Unit Paver With
Sand Swept Joints
Manufacturer: Oaks
Product: Presidio
Colour: Marble Grey
Size: Combo

Sand Bed
Filter Fabric

50mm Diameter
Weep Holes at
1.2m o.c. Intervals;
Fill with 1/4 in.
Chip Aggregate,
No Fines (Typ.)

Granular A

Compacted / Undisturbed Grade
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25

Garage Roof Assembly, Refer to Arch,
Slope to Drain

Granular 'A'

Unit Paver With
Sand Swept Joints
Manufacturer: Oaks
Product: Presidio
Colour: Marble Grey
Size: Combo

Sand Bed
Filter Fabric

20
0

20
0

Granular 'A'

Reinforcing as per
Structural / Traffic Engineers

Concrete With Light Broom
Finish, Slope to Drain

Compacted / Undisturbed Grade

Provide Control and Expansion
Joints, as required

15
0

50

Granular 'A'

HL-1 Asphalt
(as per Region / Town requirements)

Compacted / Undisturbed Grade

Multi-use path markings
(as per Region / Town requirements)
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PLANTING SOIL MIXTURE
AS PER SPECIFICATIONS

MULCH TO 100MM DEPTH

CONTINUOUS
PLANTING BED

HERBACEOUS PLANT

45
0

VARIES
REFER TO PLANTING
SCHEDULE FOR
PLANT SPACING

18
00
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IN

. C
LE

AR
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M

375 MIN. 375 MIN.

PRUNING - PRUNE BRANCHES TO RETAIN
NATURAL FORM OF TREE. NEVER REMOVE
MORE THAN 13 OF THE TREE CANOPY

CALIPER MEASURED 150MM ABOVE GRADE

ARBORGUARD - APPLY TO ALL IRRIGATED
TREES PLANTED IN SOD
MULCHING - 100mm DEPTH MULCH
(MULCH IS NOT TO BE IN CONTACT WITH TRUNK

PROVIDE 100mm HT. SAUCER

ADJACENT TOPSOIL (PLANTING BED OR
SOD AREA), REFER TO GRADING PLAN

CUT, LOOSEN, AND REMOVE TOP 13  OF
BURLAP ON ROOTBALL

BACKFILL WITH PLANTING SOIL MIXTURE
AS PER SPECS.TAMP SOIL TO ELIMINATE
AIR POCKETS AND REDUCE SETTLEMENT
SCARIFY SURFACE OF SUBSOIL PRIOR
TO PLANTING

COMPACT FILL MATERIALS TO
UNDERSIDE OF PLANTING PITS

NOTES:

1. CROWN OF ROOT BALL SHALL BEAR THE SAME RELATION TO FINISHED GRADE AS IT DID TO PREVIOUS GRADE.
2. THE ABOVE DETAIL DOES NOT REPRESENT ANY PARTICULAR SPECIES

90
0

TREE GUY INSTALLATION - REFER TO
MANUFACTURER'S INSTRUCTIONS

COMPACTED SOIL TO SUPPORT ROOTBALL

4-POINT STRAPPED ANCHOR DEADMAN
GUYING SYSTEM, MODEL: ARBORGUY
SAS-DMx4A, BY: CITYGREEN; INSTALL
AS PER MANUFACTURER SPEC.

TOP
OF
ROOT
BALL
0.100

0.0

90
0

PERFORATED WEEPING TILE WITH
SOCK AND CLEAR GRANULAR

AERATION PIPE

GEOTEXTILE

15
0

150

PRUNE TO PRESERVE NATURAL
CHARACTER OF PLANT

FOR SHRUBS GREATER THAN
1250mm HT. PROVIDE 100mm
HT SAUCER

MULCHING - 100MM DEPTH
MULCH (MULCH IS NOT TO BE
IN CONTACT WITH TRUNK

CUT AND REMOVE BURLAP FROM
TOP 13 OF ROOTBALL OR CUT SLIT
IN ORGANIC CONTAINER AND
REMOVE BOTTOM

PLANTING SOIL MIXTURE AS
PER SPECIFICATIONS

SCARIFY SURFACE OF SUBSOIL
PRIOR TO PLANTING

NOTES:

1. PLANTING METHOD ILLUSTRATED SHALL APPLY EQUALLY TO BARE ROOT STOCK AND BALLED STOCK
2. CROWN OF ROOT BALL SHALL BEAR THE SAME RELATION TO FINISHED GRADE AS IT DID TO PREVIOUS GRADE IN POT
3. SHRUBS PLANTED IN GROUPS SHALL BE SET IN CONTINUOUS BEDS
4. THE ABOVE DETAIL DOES NOT REPRESENT ANY PARTICULAR SPECIES

60
0

 REFER TO PLANTING
SCHEDULE  FOR PLANT
SPECIES, SIZE AND SPACING
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s
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.

20
0

Garage Roof Assembly, Refer to Arch,
Slope to Drain

Granular 'A'

Integrally Coloured Concrete With
Light Broom  Finish, Slope to Drain

Filter Fabric

Provide Control and Expansion
Joints, as required
Reinforcing as per
Structural / Traffic Engineers

L500
6 UNIT PAVING

ON GARAGE STRUCTURE

L500
11 SHRUB PLANTING

ON SLAB

GALVANIZED STEEL EDGING ANCHORED
TO CONCRETE CURB TO RETAIN
PLANTING SOIL

GALVANIZED STEEL ANCHORS
@ 300mm O.C

CLEAR STONE

GARAGE ROOF ASSEMBLY, REFER TO ARCH.
SLOPE TO DRAIN

POURED IN PLACE CONCRETE CURB

FILTER FABRIC

SAND BED

WEEP VOIDS CAST INTO
CURB FOR DRAINAGE

PLANTING SOIL
AS SPECIFIED

BRACING AS REQUIRED

100mm CLEAR STONE WITH FILTER FABRIC
ON TOP

DRAINAGE BOARD, TYP

VA
R

IE
S

250

10
0

20
0

NOTES:
1. ALL GALVANIZED STEEL EDGING TO BE 8mm THICKNESS. ALL WELDS AND CUTS TO BE RE-GALVANIZED.
2. ALL WELDS TO BE GROUND SMOOTH. NO WELDS OR SEAMS TO SHOW. NO EXPOSED FASTENERS.
3. ALL WELDING TO CONFORM TO CSA STANDARDS.
4. NO EXPOSED SURFACE TO BE SCRATCHED OR DISCOLORED.
5. CONTRACTOR TO PROVIDE SHOP DRAWINGS WITH ENGINEER STAMP PRIOR TO INSTALLATION.

PLANTING SOIL
AS SPECIFIED

POURED IN PLACE
ARCHITECTURAL
CONCRETE SEAT WALL
(SEE SPECIFICATIONS)
- REINFORCING AS PER
ENGINEER'S SPECIFICATIONS

L500
6 UNIT PAVING

ON CONCRETE BASE

25MM CHAMFERED
CORNERS, TYP

L500
10 SHRUB PLANTING

ON GRADE

UNDISTURBED SOIL
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PLANTING SOIL
AS SPECIFIED

GARAGE ROOF ASSEMBLY,
REFER TO ARCH.
SLOPE TO DRAIN

100mm CLEAR STONE WITH
FILTER FABRIC ON TOP

DRAINAGE BOARD, TYP

WEEP VOIDS CAST INTO
WALL FOR DRAINAGE

POURED IN PLACE
ARCHITECTURAL
CONCRETE SEAT WALL
(SEE SPECIFICATIONS)
- REINFORCING AS PER
ENGINEER'S SPECIFICATIONS

L500
6 UNIT PAVING

ON GARAGE STRUCTURE

FILTER FABRIC

SAND BED

CLEAR STONE

25MM CHAMFERED
CORNERS, TYP

L500
11 SHRUB PLANTING

ON SLAB
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40
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15
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HL-3 ASPHALT

COMPACTED GRANULAR A

COMPACTED GRANULAR B
TYPE I

HL-8 ASPHALT

Garage Roof Assembly, Refer to Arch,
Slope to Drain

40
80

15
0

VA
R

IE
S

HL-3 ASPHALT

COMPACTED GRANULAR A

COMPACTED GRANULAR B
TYPE II

HL-8 ASPHALT

Compacted / Undisturbed Grade

SCALE:  1 : 10
LIGHT DUTY CONCRETE PAVING ON STRUCTURE3ASCALE:  1 : 10

LIGHT DUTY CONCRETE PAVING ON GRADE1

SCALE:  1 : 10
UNIT PAVING ON GARAGE STRUCTURE6SCALE:  1 : 10

UNIT PAVING ON CONCRETE SLAB5

LANDSCAPE DETAILS

AS NOTED

L500
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2 REISSUED FOR SITE PLAN APPROVAL2021-04-20
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9 REISSUED FOR PERMIT2022-06-29
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SCALE:  1 : 10
HEAVY DUTY CONCRETE PAVING ON GRADE2 SCALE:  1 : 10

LIGHT DUTY ASPHALT PAVING ON GRADE4A

SCALE:  NTS
SHRUB PLANTING ON SLAB11

SCALE:  NTS
HERBACEOUS PLANTING7

SCALE:  NTS
DECIDUOUS TREE PLANTING ON GRADE9SCALE:  NTS

SHRUB PLANTING ON GRADE8 SCALE:  NTS
DECIDUOUS TREE PLANTING ON SLAB10

SCALE:  1 : 10
HEAVY DUTY CONCRETE PAVING ON STRUCTURE3B
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Copyright of this drawing and design is reserved by the Designer. The
drawing and all associated documents are an instrument of service by the
Designer. The drawing and the information contained therein may not be
reproduced in whole or in part without prior written permission of the
designer.

These Contract Documents are the property of the Landscape Architect.
The Landscape Architect bears no responsibility for the interpretation of
these documents by the Contractor. Upon written application the
Landscape Architect will provide written/graphic clarification or
supplementary information regarding the intent of the Contract Documents.
The Landscape Architect will review Shop Drawings submitted by the
Contractor for design conformance only.

Drawings are not to be scaled for construction. Contractor to verify all
existing conditions and dimensions required to perform the work and report
any discrepancies with the Contract Documents to the Landscape Architect
before commencing work.

Positions of exposed or finished mechanical or electrical devices, fittings,
and fixtures are indicated on Landscape Architectural drawings. The
locations shown on the Landscape Architectural drawings govern over the
Mechanical and Electrical drawings. Those items not clearly located will be
located as directed by the Landscape Architect.

These drawings are not to be used for construction unless noted below as
"Issued for Construction"

All work to be carried out in conformance with the Code and Bylaws of the
authorities having jurisdiction.

The Designer of these plans and specifications gives no warranty or
representation to any party about the constructability of the product
represented by them. All contractors or subcontractors must satisfy
themselves when bidding and at all times that they can properly construct
the work represented by these plans.
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SCALE:  1 : 10
STAINLESS STEEL PERIMETER EDGING12 SCALE:  1 : 10

FEATURE WALL ON GRADE13
SCALE:  1 : 10
FEATURE WALL ON STRUCTURE14

SCALE:  1 : 10
ASPHALT ROADWAY ON GARAGE STRUCTURE4B SCALE:  1 : 10

ASPHALT ROADWAY ON GRADE4C
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SCALE:  NTS
GREEN ROOF MODULE - STANDARD1 SCALE:  NTS

GREEN ROOF MODULE - DEEP2 SCALE:  NTS
GREEN ROOF DRAINBOX AND LID3

SCALE:  NTS
METAL FENCE6 SCALE:  NTS

CONCRETE CURB RAMP7 SCALE:  NTS
TACTILE WALKING SURFACE INDICATOR8 SCALE:  NTS

CONCRETE SIDEWALK (R.O.W.)9 SCALE:  NTS
CONCRETE BARRIER CURB10

*

*TOP OF CURB WIDTH TO BE 250, AS PER OAKVILLE STANDARDS

SCALE:  NTS
GREEN ROOF EDGING - STANDARD4 SCALE:  NTS

GREEN ROOF EDGING - DEEP5
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SECTION

L500
6UNIT PAVING ON

GARAGE STRUCTURE

VA
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15
2

GARAGE ROOF ASSEMBLY,
REFER TO ARCH

CLEAR STONE

CONCRETE SLAB FOOTING
AS PER PRODUCT INSTALLATION
SPECIFICATIONS

MECHANICALLY
FASTEN TO
PIER AS PER
MANUFACTURER'S
INSTRUCTIONS

EQUIPARC EP 5990
BIKE RACK

GALVANIZED STEEL
FOOT SUPPORT

EQUIPARC EP 5990
BIKE RACK
INSTALL AS PER
MANUFACTURER'S
INSTRUCTIONS

GALVANIZED STEEL
FOOT SUPPORT

CONCRETE SLAB FOOTING
AS PER PRODUCT INSTALLATION
SPECIFICATIONS

DRAINAGE BOARD, TYP

140

35
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.

38
89
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14

0

89

2X6 PRESSURE-TREATED
TOP BOARD

1x6 PRESSURE-TREATED
CLADDING

1x4 PRESSURE-TREATED
CLADDING

4x4 PRESSURE-TREATED
POST

ADJACENT UNIT PAVING

SONOTUBE FOOTING
FOR REINFORCEMENT
REFER TO STRUCTURAL
DWGS.

HEAVY DUTY POST ANCHOR
(12- GAUGE BLACK POWDER-
COATED E-Z BASE) OR
EQUIVALENT. ENSURE FRESH
CUT 4X4 END IS TREATED FOR
WATER

NOTE:
1.  IF POSSIBLE AIR-DRY LUMBER IN THE SUN FOR 2-3
DAYS AND FLIP BOARDS SO THEY DRY OUT EVENLY
2. THE WOOD RINGS ON THE TOP BOARDS SHALL FACE
DOWNWARDS TO PREVENT CUPPING

300

50
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83

0 
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COMPACTED BACKFILL

GARAGE ROOF ASSEMBLY,
REFER TO ARCH
SLOPE TO DRAIN

DRAINAGE BOARD, TYP

GARAGE ROOF ASSEMBLY,
REFER TO ARCH.
SLOPE TO DRAIN

CLEAR STONE WITH
FILTER FABRIC ON TOP

DRAINAGE BOARD, TYP

WEEP VOIDS CAST INTO
WALLS FOR DRAINAGE, TYP

POURED IN PLACE
ARCHITECTURAL
CONCRETE PLANTER WALL
(SEE SPECIFICATIONS)
- REINFORCING AS PER
ENGINEER'S SPECIFICATIONS

L500
6 UNIT PAVING

ON GARAGE STRUCTURE

FILTER FABRIC

SAND BED

CLEAR STONE

25MM CHAMFERED
CORNERS, TYP

L500
11 SHRUB PLANTING

ON SLAB

ADJACENT PLANTING
BED OR LAWN
(AS SPECIFIED)

PLANTING SOIL
(AS SPECIFIED)

1" RIGID INSULATION
WITH FILTER FABRIC
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200VARIES
SEE PLAN
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CONCRETE
STAIRS WITH

NON-SLIP
FINISH

CONCRETE FOOTING
(SEE STRUCTURAL)

CLEAR STONE

CLEAR STONE

GARAGE ROOF ASSEMBLY
REFER TO ARCH
SLOPE TO DRAIN

SAND BED

L500
6 UNIT PAVING

ON GARAGE STRUCTURE

L500
1LIGHT DUTY CONCRETE

PAVING ON GRADE

UNDISTURBED GRADE

GRANULAR "A"

30mm x 12mm
STAINLESS STEEL

FLAT BAR, TYP
AT TOP AND BOTTOM

50mm DIA. CORE DRILL
CONCRETE TO RECEIVE
STAINLESS STEEL POST.
EPOXY IN PLACE USING

35mpa NON-SHRINK GROUT

NOTES:
1. STRUCTURAL CONSULTANT TO PROVIDE DETAILS
FOR FOUNDATION WALLS AND REINFORCING.
2. TOP AND BOTTOM OF STAIR GRADES TO BE
CONFIRMED WITH CIVIL GRADING PLAN.

40mm DIA. STAINLESS
STEEL HANDRAIL
STAINLESS STEEL
FASTENERS, TYP

40mm x 12mm STAINLESS
STEEL FLAT BAR, TYP

FILTER FABRIC

PERFORATED DRAIN PIPE
SLOPE TO DRAIN

CHAMFER NOSING
(TYP)
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VARIES (SEE PLAN)

VARIES (SEE PLAN)
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300 TYP
(SEE PLAN)
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GARAGE ROOF ASSEMBLY,
REFER TO ARCH.
SLOPE TO DRAIN

100mm CLEAR STONE WITH
FILTER FABRIC ON TOP

DRAINAGE BOARD, TYP

WEEP VOIDS CAST INTO
WALL FOR DRAINAGE

POURED IN PLACE ARCHITECTURAL
CONCRETE SEAT WALL (SEE SPECIFICATIONS)
- REINFORCING AS PER ENGINEER'S SPECIFICATIONS

SAND BED

FILTER FABRIC

CLEAR STONE

L500
6 UNIT PAVING

ON GARAGE STRUCTURE

L500
11SHRUB PLANTING

ON SLAB 25MM CHAMFERED
CORNERS, TYP

45
0
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.)

RECESSED WALL LUMINAIRE
(SEE ELECTRICAL)

ELECTRICAL CONDUITS
(REFER TO ELECTRICAL DWG'S)

L500
11 SHRUB PLANTING

ON SLAB
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S
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00
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.)

2400

45
0

GARAGE ROOF ASSEMBLY,
REFER TO ARCH.
SLOPE TO DRAIN

DRAINAGE BOARD, TYP

WEEP VOIDS CAST INTO
WALL FOR DRAINAGE

POURED IN PLACE ARCHITECTURAL
CONCRETE SEAT WALL (SEE SPECIFICATIONS)
- REINFORCING AS PER ENGINEER'S SPECIFICATIONS

L500
6 UNIT PAVING

ON GARAGE
STRUCTURE

25MM CHAMFERED
CORNERS, TYPRECESSED WALL LUMINAIRE

(SEE ELECTRICAL)

ELECTRICAL CONDUITS
(REFER TO ELECTRICAL DWG'S)
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200

CONCRETE FOOTING FOR
BOLLARD

ANCHOR-MOUNT TO
MANUFACTURER DETAIL

PLANTING SOIL AS SPECIFIED

LIGHT BOLLARD
(See Lighting Plan)

25MM CHAMFERED
CORNERS, TYP

ELECTRICAL
CONDUITS (BY OTHER)

ADJACENT PLANTING
BED OR LAWN (AS SPECIFIED)

UNDISTURBED SUBGRADE

VA
R
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S
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R
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S

GARAGE ROOF ASSEMBLY,
REFER TO ARCH

DRAINAGE BOARD, TYP

200

CONCRETE FOOTING FOR
BOLLARD  - REFER TO  ARCH &
STRUCTURAL

ANCHOR-MOUNT TO
MANUFACTURER DETAIL

PLANTING SOIL AS SPECIFIED

LIGHT BOLLARD
(See Lighting Plan)

25MM CHAMFERED
CORNERS, TYP

100mm CLEAR STONE WITH
FILTER FABRIC ON TOP

REFER TO STURCTURAL FOR
REINFORCEMENT

ELECTRICAL
CONDUITS (BY OTHER)

ADJACENT PLANTING
BED OR LAWN (AS SPECIFIED)
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AS NOTED
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These Contract Documents are the property of the Landscape Architect.
The Landscape Architect bears no responsibility for the interpretation of
these documents by the Contractor. Upon written application the
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supplementary information regarding the intent of the Contract Documents.
The Landscape Architect will review Shop Drawings submitted by the
Contractor for design conformance only.

Drawings are not to be scaled for construction. Contractor to verify all
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SCALE:  1 : 10
BIKE RACK AT UNIT PAVING2 SCALE:  1 : 20

WOOD FENCE3

SCALE:  1 : 10
RAISED PLANTER7

SCALE:  1 : 10
CONCRETE STAIR & RAILING DETAIL1

SCALE:  1 : 10
FEATURE WALL ON STRUCTURE - SECTION8

SCALE:  1 : 10
FEATURE WALL ON STRUCTURE - ELEVATION9

SCALE:  1 : 10
LIGHT BOLLARD ON GRADE5

SCALE:  1 : 10
LIGHT BOLLARD ON GARAGE STRUCTURE6
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HIGH PERFORMANCE BEDDING (HPB)

Unit Paver With
Tile Spacers.
Manufacturer: Oaks
Product: Rialto
Colour: Marble Grey
Size: Combo

ROOF SLAB ASSEMBLY
(REFER TO ARCH DWG'S)

TILE SPACERS, TYP.

ROOF SLAB ASSEMBLY
(REFER TO ARCH DWG'S)

L503
1UNIT PAVING

ON ROOF STRUCTURE

L501
1-5GREEN ROOF

DETAILS

15
2

ROOF SLAB ASSEMBLY
(REFER TO ARCH DWG'S)

10
8 

O
R

 1
52

L501
1-5GREEN ROOF

DETAILS

11
00GRAVEL MAINTENANCE STRIP
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These Contract Documents are the property of the Landscape Architect.
The Landscape Architect bears no responsibility for the interpretation of
these documents by the Contractor. Upon written application the
Landscape Architect will provide written/graphic clarification or
supplementary information regarding the intent of the Contract Documents.
The Landscape Architect will review Shop Drawings submitted by the
Contractor for design conformance only.

Drawings are not to be scaled for construction. Contractor to verify all
existing conditions and dimensions required to perform the work and report
any discrepancies with the Contract Documents to the Landscape Architect
before commencing work.

Positions of exposed or finished mechanical or electrical devices, fittings,
and fixtures are indicated on Landscape Architectural drawings. The
locations shown on the Landscape Architectural drawings govern over the
Mechanical and Electrical drawings. Those items not clearly located will be
located as directed by the Landscape Architect.

These drawings are not to be used for construction unless noted below as
"Issued for Construction"

All work to be carried out in conformance with the Code and Bylaws of the
authorities having jurisdiction.

The Designer of these plans and specifications gives no warranty or
representation to any party about the constructability of the product
represented by them. All contractors or subcontractors must satisfy
themselves when bidding and at all times that they can properly construct
the work represented by these plans.
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20-015

2020-08-21

1005 DUNDAS STREET INC.

THE WILMOT
1005 DUNDAS STREET EAST
OAKVILLE, ON L6H 7E8

2022-10-06

LEGEND
SCALE:  1 : 10
UNIT PAVING ON ROOF STRUCTURE1 SCALE:  1 : 10

EDGE RESTRAINT AT UNIT PAVERS ON ROOF STRUCTURE2 SCALE:  1 : 10
EDGE RESTRAINT AT AGGREGATE MAINTENANCE STRIP3

SCALE:  1 : 20
RAISED PLANTER ON ROOF STRUCTURE5

SCALE:  1 : 10
LIGHT BOLLARD ON ROOF STRUCTURE4

SCALE:  1 : 10
FIRE BOWL ON ROOF STRUCTURE6

SCALE:  NTS
SHADE STRUCTURE - FRAME8

SCALE:  NTS
SHADE STRUCTURE - FOOTING LAYOUT7

SCALE:  1 : 10
SHADE STRUCTURE - FOOTING DETAIL9

SCALE:  1 : 10
FLUSH CONCRETE CURB ON ROOF STRUCTURE10

1 ISSUED FOR SITE PLAN APPROVAL2021-08-31
2 REISSUED FOR SITE PLAN APPROVAL2021-11-08
3 REISSUED FOR SITE PLAN APPROVAL2021-12-21

4 ISSUED FOR PERMIT2022-03-21
5 REISSUED FOR SITE PLAN APPROVAL2022-04-11
6 ISSUED FOR TENDER2022-06-29

7 REISSUED FOR PERMIT2022-06-29
8 ISSUED FOR CONSTRUCTION2022-10-06

NOTE:
ADAPT SIZE TO 5700mm OVERALL WIDTH AND
4350mm OVERALL DEPTH, AS PER PLAN.

SCALE:  1 : 10
BI-LEVEL DRAIN11
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BBQ STATION NOTES:
1. ALL GALVANIZED STEEL FRAMES TO BE

WELDED, GUSSETED, AND RE-GALVANIZED.
2. ALL STAINLESS STEEL TO BE 316 GRADE

WITH BRUSHED FINISH.
3. NO EXPOSED FASTENERS AT STAINLESS

STEEL SURFACES.
3. NO EXPOSED SURFACE TO BE SCRATCHED

OR DISCOLOURED.
4. CONTRACTOR TO PROVIDE SHOP

DRAWINGS WITH ENGINEER STAMP.
5. REFER TO SPECIFICATIONS FOR ALL BBQ

EQUIPMENT.
6. PROVIDE WIND STUDY TO DETERMINE

REQUIREMENTS FOR ANCHORING OF BBQ
STATION IN PLACE.

7. PROVIDE LOCKABLE CAGE WITHIN
UNDERCOUNTER CABINET FOR GAS SHUT
OFF VALVES.

8. CONTRACTOR TO COORDINATE LOCATIONS
FOR GAS AND WATER SHUT OFF VALVES
AND BLOWOUTS THROUGH SHOP DRAWING
SUBMITTALS FOR CONSULTANT REVIEW.
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SCALE:  1 : 20
BBQ STATION - TOP VIEW1 SCALE:  1 : 20

BBQ STATION - FRONT ELEVATION2 SCALE:  1 : 20
BBQ STATION - REAR ELEVATION3

SCALE:  1 : 20
BBQ STATION - LEFT ELEVATION4 SCALE:  1 : 20

BBQ STATION - RIGHT ELEVATION5

SCALE:  1 : 20
BBQ STATION - TOP VIEW (SECTION)7SCALE:  1 : 20

BBQ STATION - FRONT ELEVATION (SECTION)6

SCALE:  1 : 20
BBQ STATION - LEFT ELEVATION (SECTION)9SCALE:  1 : 20

BBQ STATION - RIGHT ELEVATION (SECTION)8

SCALE:  1 : 10
915mm HEIGHT PRIVACY SCREEN10 SCALE:  1 : 10

1220mm HEIGHT PRIVACY SCREEN11
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SCALE:  1 : 20
GAS METER SCREEN - NORTHEAST ELEVATION2SCALE:  1 : 50

GAS METER SCREEN - PLAN VIEW1

SCALE:  1 : 20
GAS METER SCREEN - NORTHWEST ELEVATION3 SCALE:  1 : 20

GAS METER SCREEN - SOUTHEAST ELEVATION4

SCALE:  1 : 20
GAS METER SCREEN - SOUTHWEST ELEVATION5

1. GAS METER SCREEN TO BE REVIEWED FOR
COMLIANCE BY ENBRIDGE. FINAL APPROVAL TO
BE RECEIVED PRIOR TO FABRICATION AND
INSTALLATION.




