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GENERAL NOTES

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE AND THE
LANDSCAPE ARCHITECT RETAINS OWNERSHIP OF THESE
DRAWINGS.  THEY ARE FOR SITE PLAN APPROVAL ONLY AND MAY
REQUIRE FURTHER CONSTRUCTION DETAILING AND
COORDINATION WITH OTHER ASSOCIATED PROFESSIONAL DESIGN
SERVICES BEFORE ACTUAL TENDER AND CONSTRUCTION
COMMENCES.  DIMENSIONS ARE TO BE VERIFIED PRIOR TO
CONSTRUCTION.  DRAWINGS ARE NOT TO BE SCALED.  IT IS
ADVISED THAT CONTRACTORS CONTACT THE LANDSCAPE
ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF
THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS
NOT LIABLE FOR ERRORS OR OMISSIONS ARISING FROM
UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE
SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS
CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND
CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT
DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE
LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

THE LOCATION OF PROPERTY LINES, ELEVATIONS AND
FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A
DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER
CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS
CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,
LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN
EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON
SITE AND REPORTED TO THE CONSULTING LANDSCAPE
ARCHITECT TO DETERMINE THE IMPACT OF THE VARIATIONS ON
THE SUITABILITY OF THE PROPOSED DEVELOPMENT.
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REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.
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TREES QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
CCE 3 Cercis canadensis Eastern Redbud 150cm Ht. Multistem W.B.
SRI 5 Syringa reticulata `Ivory Silk` Ivory Silk Japanese Tree Lilac 60mm Cal. W.B.

PLANT SCHEDULE ROW

12 FURNISHINGS
SYMBOL DESCRIPTION QTY DETAIL

Garbage Bin - Maglin MLWR200S-32 1 5/L-D2

Site Furnishings
SYMBOL DESCRIPTION QTY DETAIL

Bench - Maglin MLB300-W 1 10/L-D2
.

Bike Rack - Maglin MBR150-S 8 9/L-D2

Metal Bollard 3 6/L-D1

Fountain
SYMBOL DESCRIPTION QTY DETAIL

Sod over 150mm Topsoil 306.6 m² 4/L-D1

Concrete Paving
SYMBOL DESCRIPTION QTY DETAIL

Concrete Paving with 200mm depth of 19mm 282.9 m² 5/L-D1
Crusher Run Limestone

Unit Paving
SYMBOL DESCRIPTION QTY DETAIL

Unilock Northshore 14.75 x 14.75" -  Colour: 80.7 m² 9/L-D1
Almond Grove

Unilock Series - 7 x14" - Colour: Mountain Mist 39.3 m² 9/L-D1

REFERENCE NOTES SCHEDULE ROW

Fences and Gates
SYMBOL DESCRIPTION QTY DETAIL

Decorative Metal Fence - 1.2m 43.3 m 8/L-D1

Chain Link Fence - Black Vinyl - 1.2m 53.6 m 1/L-D2

SYMBOL DESCRIPTION QTY DETAIL

Unilock U-Cara Grill Island 2 14/L-D1

12 FURNISHINGS
SYMBOL DESCRIPTION QTY DETAIL

Maglin MLB1050-W Bench 6 10/L-D1

Site Furnishings
SYMBOL DESCRIPTION QTY DETAIL

Maglin MLPT400-WCA Table (Accessible) 1 11/L-D2

SYMBOL DESCRIPTION QTY DETAIL

Engineered Safety Wood Chips Play Area 25.6 m² 7/L-D2

Accessible
SYMBOL DESCRIPTION QTY DETAIL

Water Washed Stone 13.8 m² 11/L-D1

Fountain
SYMBOL DESCRIPTION QTY DETAIL

Sod over 150mm Topsoil 14.1 m² 4/L-D1

Unilock Promenade Plank Paver 4x16 - Colour: 10.0 m² 12/L-D1
BLACK GRANITE

Unilock Promenade 4x16 - Coulour: Random 65.1 m² 12/L-D1
Colour Boundle

Concrete Paving
SYMBOL DESCRIPTION QTY DETAIL

Concrete Paving with 200mm depth of 19mm 122.0 m² 5/L-D1
Crusher Run Limestone

Concrete Paving with 150mm depth of 19mm 353.0 m² 2/L-D2
Crusher Run Limestone

Unit Paving
SYMBOL DESCRIPTION QTY DETAIL

Unilock Northshore 14.75 x 14.75" -  Colour: 46.2 m² 9/L-D1
Almond Grove

Unilock Series - 7 x14" - Colour: Mountain Mist 20.8 m² 9/L-D1

REFERENCE NOTES SCHEDULE SITE
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10
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10
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6
L-D1

METAL BOLLARD -
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9
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MAGLIN BIKE RACK
MBR150-SOVERHEAD WIRES

9
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NORTHSHORE AND
SERIES

TREES QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
ARM 3 Acer rubrum Red Maple 60mm Cal. W.B. spring dug
GBM 3 Ginkgo biloba Maidenhair Tree 60mm Cal. W.B.
GTI 2 Gleditsia triacanthos inermis `Shademaster` TM Shademaster Locust 60mm Cal. W.B.
QMB 1 Quercus macrocarpa Burr Oak 60mm Cal. W.B. spring dug

SHRUBS QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
ACE BLO 2 Acer palmatum `Bloodgood` Bloodgood Japanese Maple 150cm Ht. Multi-Stem W.B.
ATH FNB 79 Athyrium x `Branford Beauty` Ladyfern 1gal Potted
CAL KAR 73 Calamagrostis x acutiflora `Karl Foerster` Feather Reed Grass 1gal Potted
EUO BUS 6 Euonymus alatus `Compacta` Dwarf Burning Bush 50cm Ht. Potted
FES OV2 82 Festuca ovina glauca `Elijah Blue` Blue Fescue 1gal Potted
HEM FUL 62 Hemerocallis fulva Orange Daylily 1gal Potted
HEM ORO 132 Hemerocallis x `Stella de Oro` Stella de Oro Daylily 1gal Potted
HYD ANN 82 Hydrangea arborescens `Annabelle` Annabelle Smooth Hydrangea 2gal Potted
JUN BA2 48 Juniperus horizontalis `Bar Harbor` Bar Harbor Creeping Juniper 50cm Ht. Potted DT
JUN WI2 9 Juniperus horizontalis `Wiltonii` Blue Rug Juniper 50cm Ht. Potted DT
LIG VIC 58 Ligustrum vicaryi Golden Privet 50cm Ht. Potted DT
RHU TYP 6 Rhus typhina Staghorn Sumac 50cm Ht. Potted
RIB ALP 24 Ribes alpinum Alpine Currant 50cm Ht. Potted DT
SOR NUT 26 Sorghastrum nutans Indian Grass 1gal Potted
SPI GO4 94 Spiraea x bumalda `Goldflame` Goldflame Spirea 30cm Ht. Potted
SYR MEY 11 Syringa meyeri `Palibin` Dwarf Korean Lilac 50cm Ht. Potted
THU OC2 6 Thuja occidentalis Eastern White Cedar 120cm Ht. Native Field Cedar

GROUND COVERS CODE QTY BOTANICAL NAME COMMON NAME CONT SPACING REMARKS

VIN CO2 261 Vinca minor Common Periwinkle 10cm Plug 500mm

PLANT SCHEDULE SITE

ALL LIGHTING DEVICES SHALL BE
FULL CUT OFF AND NIGHT SKY
FRIENDLY, AND SHALL BE
MITIGATED AT THE SOURCE SO
THAT NO LIGHT (0.0 LUX) WILL BE
DIRECTLY PROJECTED ONTO
ADJACENT PROPERTIES

NOTE:
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GENERAL NOTES

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE AND THE
LANDSCAPE ARCHITECT RETAINS OWNERSHIP OF THESE
DRAWINGS.  THEY ARE FOR SITE PLAN APPROVAL ONLY AND MAY
REQUIRE FURTHER CONSTRUCTION DETAILING AND
COORDINATION WITH OTHER ASSOCIATED PROFESSIONAL DESIGN
SERVICES BEFORE ACTUAL TENDER AND CONSTRUCTION
COMMENCES.  DIMENSIONS ARE TO BE VERIFIED PRIOR TO
CONSTRUCTION.  DRAWINGS ARE NOT TO BE SCALED.  IT IS
ADVISED THAT CONTRACTORS CONTACT THE LANDSCAPE
ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF
THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS
NOT LIABLE FOR ERRORS OR OMISSIONS ARISING FROM
UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE
SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS
CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND
CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT
DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE
LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

THE LOCATION OF PROPERTY LINES, ELEVATIONS AND
FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A
DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER
CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS
CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,
LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN
EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON
SITE AND REPORTED TO THE CONSULTING LANDSCAPE
ARCHITECT TO DETERMINE THE IMPACT OF THE VARIATIONS ON
THE SUITABILITY OF THE PROPOSED DEVELOPMENT.

CONSTRUCTION MUST CONFORM TO ALL CODES AND
REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.
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 NO.    DATE                  NOTES                              BY
 1    2020-06-12   SET UP DRAWING                                KL

 2      2020-12-23      REVISED AS PER UPDATED SITE PLAN       LZH

 3      2021-01-12      TREE PRESERVATION PLAN UPDATED       LZH

 4      2021-01-27      REVISED AS PER UPDATED SITE PLAN       LZH
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Fences and Gates
SYMBOL DESCRIPTION QTY DETAIL

Decorative Metal Fence - 1.2m 43.3 m 8/L-D1

SYMBOL DESCRIPTION QTY DETAIL

Unilock U-Cara Grill Island 2 14/L-D1

12 FURNISHINGS
SYMBOL DESCRIPTION QTY DETAIL

Maglin MLB1050-W Bench 6 10/L-D1

Accessible
SYMBOL DESCRIPTION QTY DETAIL

Water Washed Stone 13.8 m² 11/L-D1

Fountain
SYMBOL DESCRIPTION QTY DETAIL

Unilock Promenade Plank Paver 4x16 - Colour: 10.0 m² 12/L-D1
BLACK GRANITE

Unilock Promenade 4x16 - Coulour: Random 65.1 m² 12/L-D1
Colour Boundle

Concrete Paving
SYMBOL DESCRIPTION QTY DETAIL

Concrete Paving with 150mm depth of 19mm 353.0 m² 2/L-D2
Crusher Run Limestone

REFERENCE NOTES SCHEDULE AMENITY AREA

TREES QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
ARM 3 Acer rubrum Red Maple 60mm Cal. W.B. spring dug
GBM 3 Ginkgo biloba Maidenhair Tree 60mm Cal. W.B.
GTI 2 Gleditsia triacanthos inermis `Shademaster` TM Shademaster Locust 60mm Cal. W.B.
QMB 1 Quercus macrocarpa Burr Oak 60mm Cal. W.B. spring dug

SHRUBS QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
ACE BLO 1 Acer palmatum `Bloodgood` Bloodgood Japanese Maple 150cm Ht. Multi-Stem W.B.
ATH FNB 79 Athyrium x `Branford Beauty` Ladyfern 1gal Potted
CAL KAR 31 Calamagrostis x acutiflora `Karl Foerster` Feather Reed Grass 1gal Potted
EUO BUS 6 Euonymus alatus `Compacta` Dwarf Burning Bush 50cm Ht. Potted
FES OV2 82 Festuca ovina glauca `Elijah Blue` Blue Fescue 1gal Potted
HEM FUL 62 Hemerocallis fulva Orange Daylily 1gal Potted
HEM ORO 122 Hemerocallis x `Stella de Oro` Stella de Oro Daylily 1gal Potted
HYD ANN 82 Hydrangea arborescens `Annabelle` Annabelle Smooth Hydrangea 2gal Potted
JUN BA2 48 Juniperus horizontalis `Bar Harbor` Bar Harbor Creeping Juniper 50cm Ht. Potted DT
JUN WI2 9 Juniperus horizontalis `Wiltonii` Blue Rug Juniper 50cm Ht. Potted DT
LIG VIC 58 Ligustrum vicaryi Golden Privet 50cm Ht. Potted DT
RHU TYP 6 Rhus typhina Staghorn Sumac 50cm Ht. Potted
RIB ALP 24 Ribes alpinum Alpine Currant 50cm Ht. Potted DT
SPI GO4 83 Spiraea x bumalda `Goldflame` Goldflame Spirea 30cm Ht. Potted
SYR MEY 11 Syringa meyeri `Palibin` Dwarf Korean Lilac 50cm Ht. Potted

PLANT SCHEDULE AMENITY AREA

GROUND COVERS CODE QTY BOTANICAL NAME COMMON NAME CONT SPACING REMARKS

VIN CO2 242 Vinca minor Common Periwinkle 10cm Plug 500mm

PLANT SCHEDULE AMENITY AREA
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STONE14

L-D1
UNILOCK - U-CARA
GRILL ISLAND

(3)
50cm Ht.

JUN WI2

(1)
150cm Ht. Multi-Stem

ACE BLO

3
L-D2

400MM HT.
CONCRETE SEATING

WALL ON ROOF
SLAB

3
L-D2

400MM HT.
CONCRETE SEATING
WALL ON ROOF
SLAB

3
L-D2

400MM HT.
CONCRETE SEATING
WALL ON ROOF
SLAB

4
L-D2

150MM HT. CURBED
PLANTING BED ON

ROOF SLAB

4
L-D2

150MM HT. CURBED
PLANTING BED ON
ROOF SLAB(24)

50cm Ht.
LIG VIC

(5)
1gal

FES OV2

(7)
50cm Ht.

JUN BA2

COURTYARD 

10
L-D1

MAGLIN BENCH
MLB1050W

(30)
1gal

HEM ORO(4)
50cm Ht.

JUN BA2

(3)
50cm Ht.

EUO BUS

(35)
1gal

HEM FUL

(3)
50cm Ht.

RHU TYP

(13)
1gal

FES OV2

(15)
1gal

CAL KAR

(15)
1gal

FES OV2

(14)
2gal

HYD ANN

(33)
1gal

HEM ORO

(3)
50cm Ht.

JUN BA2

(13)
2gal

HYD ANN

(96)
10cm Plug

VIN CO2

(24)
1gal

FES OV2

(35)
1gal

ATH FNB

(25)
1gal

HEM ORO

(3)
50cm Ht.

EUO BUS

(7)
2gal

HYD ANN

(11)
30cm Ht.

SPI GO4

(3)
50cm Ht.

SYR MEY

(7)
1gal

HEM ORO

(5)
50cm Ht.

JUN BA2

13
L-D1

POLIGON 12' X 16'
STEEL TRELLIS

13
L-D1

POLIGON 12' X 16'
STEEL TRELLIS

12
L-D1

PROMENADE PLANK
AND SERIES

(5)
50cm Ht.

JUN BA2

(7)
30cm Ht.

SPI GO4

14
L-D1

UNILOCK - U-CARA
GRILL ISLAND

(37)
1gal

ATH FNB

(19)
2gal

HYD ANN

(27)
30cm Ht.

SPI GO4

(77)
10cm Plug

VIN CO2

(3)
50cm Ht.

JUN BA2

(3)
50cm Ht.

JUN BA2

(20)
1gal

HEM FUL

(16)
2gal

HYD ANN

(3)
50cm Ht.

SYR MEY

(69)
10cm Plug

VIN CO2

(19)
50cm Ht.

LIG VIC

(19)
1gal

FES OV2

(7)
1gal

ATH FNB

(7)
2gal

HYD ANN

(7)
1gal

HEM FUL

(11)
50cm Ht.

RIB ALP

11
L-D1

WATER WASHED
STONE

(17)
30cm Ht.

SPI GO4

(21)
30cm Ht.

SPI GO4

(6)
2gal

HYD ANN

(16)
1gal

CAL KAR

8
L-D1

1.2M HT
DECORATIVE METAL

FENCE
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GENERAL NOTES

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE AND THE
LANDSCAPE ARCHITECT RETAINS OWNERSHIP OF THESE
DRAWINGS.  THEY ARE FOR SITE PLAN APPROVAL ONLY AND MAY
REQUIRE FURTHER CONSTRUCTION DETAILING AND
COORDINATION WITH OTHER ASSOCIATED PROFESSIONAL DESIGN
SERVICES BEFORE ACTUAL TENDER AND CONSTRUCTION
COMMENCES.  DIMENSIONS ARE TO BE VERIFIED PRIOR TO
CONSTRUCTION.  DRAWINGS ARE NOT TO BE SCALED.  IT IS
ADVISED THAT CONTRACTORS CONTACT THE LANDSCAPE
ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF
THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS
NOT LIABLE FOR ERRORS OR OMISSIONS ARISING FROM
UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE
SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS
CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND
CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT
DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE
LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

THE LOCATION OF PROPERTY LINES, ELEVATIONS AND
FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A
DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER
CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS
CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,
LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN
EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON
SITE AND REPORTED TO THE CONSULTING LANDSCAPE
ARCHITECT TO DETERMINE THE IMPACT OF THE VARIATIONS ON
THE SUITABILITY OF THE PROPOSED DEVELOPMENT.

CONSTRUCTION MUST CONFORM TO ALL CODES AND
REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.
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THE CONSULTING LANDSCAPE ARCHITECT.
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1:50

LANDSCAPE PLAN

3
L-D1

CEDAR PLANTING -
TRENCH

SHRUBS QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
ACE BLO 1 Acer palmatum `Bloodgood` Bloodgood Japanese Maple 150cm Ht. Multi-Stem W.B.
CAL KAR 12 Calamagrostis x acutiflora `Karl Foerster` Feather Reed Grass 1gal Potted
SPI GO4 11 Spiraea x bumalda `Goldflame` Goldflame Spirea 30cm Ht. Potted
THU OC2 6 Thuja occidentalis Eastern White Cedar 120cm Ht. Native Field Cedar

GROUND COVERS CODE QTY BOTANICAL NAME COMMON NAME CONT SPACING REMARKS

VIN CO2 19 Vinca minor Common Periwinkle 10cm Plug 500mm

PLANT SCHEDULE AMENITY SPACE

0 0.5 1 1.5 2 3 4 5 7.5m

SCALE 1:50

SET

SET

RISE

R
ISE

N

W

E

AMENITY SPACE

2
L-D2

NATURAL CONCRETE
PAD W/ MESH

Fences and Gates
SYMBOL DESCRIPTION QTY DETAIL

Chain Link Fence - Black Vinyl - 1.2m 53.6 m 1/L-D2

Site Furnishings
SYMBOL DESCRIPTION QTY DETAIL

Maglin MLPT400-WCA Table (Accessible) 1 11/L-D2

SYMBOL DESCRIPTION QTY DETAIL

Engineered Safety Wood Chips Play Area 25.6 m² 7/L-D2

Concrete Paving
SYMBOL DESCRIPTION QTY DETAIL

Concrete Paving with 200mm depth of 19mm 88.4 m² 5/L-D1
Crusher Run Limestone

REFERENCE NOTES SCHEDULE AMENITY SPACE

1
L-D2

1.2M HT. CHAIN
LINK FENCE WITH

50MM MESH

2
L-D1

STANDARD SHRUB
PLANTING

2
L-D2

NATURAL CONCRETE
PAD W/ MESH

11
L-D2

MAGLIN TABLE
MLPT400-S-WCA

1
L-D2

1.2M HT. CHAIN
LINK FENCE WITH
50MM MESH

7
L-D2

ENGINEERED WOOD
CHIPS PLAY AREA

1
L-D2

1.2M HT. CHAIN
LINK FENCE WITH
50MM MESH

(6)
120cm Ht.

THU OC2

(4)
2gal

HYD ANN

(5)
1gal

CAL KAR

(1)
150cm Ht. Multi-Stem

ACE BLO

(19)
10cm Plug

VIN CO2

(7)
1gal

CAL KAR

(11)
30cm Ht.

SPI GO4

12
L-D2

KOMPAN TOT LOT
PLAY STRUCTURE -

PLAY TOWER,
PHYSICAL
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CANOPY COVER PLAN

DEANE AVE
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0 2 4 6 8 15 20 30m

SCALE 1:200

10

SET

SET

RISE

R
ISE

N

W

E

LEGEND

PROPOSED TREES CANOPY COVERAGE AREA
- INEFFECTIVE

PROPOSED STREET TREES
WITHIN THE CITY RIGHT OF
WAY ARE NOT INCLUDE IN
THE CANOPY COVERAGE
CALCULATION

EXISTING TREE NOT INCLUDE IN THE CANOPY
COVERAGE CALCULATION DUE TO NO
OVERLAPPING WITH SITE PROPERTY.

T2 T3

SOIL AREA = 45.80 SQ.M
SOIL DEPTH = 0.9 M
SOIL VOLUME = 41.22 CU.M
TOTAL TREES = 2
(20.61 CU.M PER TREE)

EXISTING TREES E1 TO E5 ARE NOT
ELIGIBLE FOR CANOPY BONUS.
ONLY CANOPY OVERHANGING SITE
IS INCLUDED AS CANOPY
COVERAGE FOR THE SITE.

NOTE:

EXISTING TREES CANOPY COVERAGE AREA
- PARTIALLY EFFECTIVE

PROPOSED TREES CANOPY COVERAGE AREA
- EFFECTIVE

EFFECTIVE TREES SOIL AREA
(DEPTH AS PER PLAN )

T4

SOIL AREA = 103.08 SQ.M
SOIL DEPTH = 0.9 M
SOIL VOLUME = 92.77 CU.M
TOTAL TREES =3
(30.92 CU.M PER TREE)

T9

T6T7

SOIL AREA = 66.28 SQ.M
SOIL DEPTH = 0.9 M

SOIL VOLUME = 59.65 CU.M
TOTAL TREES = 2

(29.83 CU.M PER TREE) SOIL AREA = 66.92 SQ.M
SOIL DEPTH = 0.9 M
SOIL VOLUME = 60.2 CU.M
TOTAL TREES = 2
(30.1 CU.M PER TREE)

T5

T8

T1

OVERLAPPING CANOPY TO
BE COUNTED ONCE

OVERLAPPING CANOPY
TO BE COUNTED ONCE

PROPOSED STREET TREES
WITHIN THE CITY RIGHT OF
WAY ARE NOT INCLUDE IN
THE CANOPY COVERAGE

CALCULATION

THE EXISTING NORWAY SPRUCE
IS NOT CONSIDERED AS A

CANOPY TREE

717.35

717.35

13.45      %
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DETAILS

PLANTING SOIL MIX

UNDISTURBED SUB-GRADE
APPROVED PLANTING SOIL MIX

DECIDUOUS TREE PLANTING

REMOVE ONLY DEAD OR BROKEN
BRANCHES. NEVER CUT LEADER.

TWO 51x51x2400mm WOOD STAKES

IF PLANTING IN FALL OR WINTER, WRAP TRUNK
FROM TOP OF BALL TO 305mm BELOW FIRST
BRANCH WITH BURLAP TREE WRAP TO PREVENT
SUNSCALD. REMOVE WRAP IN SPRING. IF PLANTING
IN SPRING OR SUMMER, REMOVE ANY TRUNK WRAP.

FASTEN WITH 1/4" HEMP ROPE THROUGH 10mm DIA.
RUBBER HOSE TO SUPPORT TREE. STAKES PARALLEL
TO PREVAILING WIND. TWIST HEMP ROPE BETWEEN
TREE TRUNK AND STAKE TO PREVENT SLIPPING
DOWN TRUNK. TIE SECURELY TO STAKE WITH DOUBLE
WRAP. DO NOT DOUBLE WRAP AROUND TRUNK.

200x250mm HT. MIN. BIG 'O' PIPE FOR RODENT/
WEED TRIMMER PROTECTION

REMOVE TOP 1/3 OF BURLAP AND WIRE BASKET.
FROM ROOT BALL. RANDOMLY CUT REST OF
BASKET. (POLYETHYLENE WRAPPED ROOT BALL
WILL NOT BE ACCEPTABLE)

CONSTRUCT 150mm TOPSOIL SAUCER PROVIDE 150mm
WOOD CHIP MULCH OR AS SPECIFIED OVER
1200x1200mm SQUARE OF BIODEGRADABLE
NON-WOVEN LANDSCAPE FABRIC.

PROVIDE ONE 16/10/9 FERTILIZER SPIKE PER
TREE OR APPROVED ALTERNATE

WASH TOPSOIL INTO SPACES AROUND ROOT
BALL LEAVING NO AIR POCKETS

BREAK UP EDGES OF TREE PIT WITH
SHOVEL

150mm COMPACTED SUPPORTING MOUND OF
APPROVED PLANTING SOIL MIX

NOTES:
1. ALL DIMENSIONS IN MILLIMETERS
2. WATER WELL UPON COMPLETION
3. EXCAVATE TREE PIT TO 1800mm DIA. MIN. REMOVE

ANY EXCESS SOIL OR RUBBISH OFF-SITE UNLESS
OTHERWISE DIRECTED.

4. REMOVE ALL STAKES AND ROPE AFTER 1 YEAR.

SET TREE 50mm HIGHER THAN
ADJACENT FINISHED GRADE TO
ALLOW FOR SETTLEMENT

5 PARTS DARK LOAM
2 PARTS COMPOSTED COW MANURE
1 PART PEAT MOSS
1 PART BEACH WASHED SAND
.50 KILOS/CUBIC METER (1LB.
BONE MEAL PER CUBIC YARD SOIL)

BLOW-UP

WOOD STAKE AND HEMP ROPE
1

PLANTING SOIL MIX

PRUNING - (TO SUIT SPECIES)
PRUNE LARGE BRANCHES BY
1/3 TO REMOVE DAMAGED OR 
OBJECTIONABLE BRANCHES
FOLLOWING PROPER 
HORTICULTURAL PRACTICES. 
DO NOT PRUNE  LEADERS

GUYING - AS DIRECTED, APPROPRIATE
TO SIZE AND SPECIES OF SHRUB

PREPARATION OF BED: EXCAVATE
SHRUB BED TO SIZE OUTLINED
ON DRAWING AND TO A MINIMUM 450mm
DEPTH. REMOVE ANY TOPSOIL OR
RUBBISH OFF SITE UNLESS 
OTHERWISE DIRECTED.

SOIL MIX
OF APPROVED PLANTING
150mm COMPACTED MOUND

FERTILIZER SPIKE PER SHRUB
PROVIDE ONE 16/10/9 SHRUB

OR APPROVED ALTERNATE

WASH TOPSOIL INTO SPACES
AROUND ROOTBALL LEAVING
NO AIR POCKETS

STANDARD SHRUB PLANTING

PROVIDE 150mm MIN. WOOD CHIP
MULCH OVER 1200mmX1200mm SQUARE

LANDSCAPE FABRIC ON PLANTING BED
OF BIODEGRADABLE NON-WOVEN

WITH 150mm SAUCER

NOTE:
1. ALL DIMENSIONS IN MILLIMETERS
2. WATER WELL UPON COMPLETION

BREAK UP EDGES OF TREE PIT WITH
SHOVEL

BARE ROOT - (B.R. IN PLANT LIST) SET
PLANT SLIGHTLY HIGHER THAN
ORIGINAL DEPTH AND SPREAD OUT
ROOTS. GENTLY BACKFILL WITH SOIL
MIX IN LAYERS, WORKING SOIL
BETWEEN ROOTS.

   BONE MEAL PER CUBIC YARD SOIL
   .50 KILOS/CUBIC METER(1 LB. 

 1 PART PEAT MOSS
 2 PARTS COMPOSTED COW MANURE
 5 PARTS DARK LOAM

 1 PART BEACH WASHED SAND

45
0 

m
in

2
SOD OVER 150MM TOPSOIL

SECTION PLAN VIEW

PLANT IN STRETCHER BOND PATTERN

SOD: SOD SHALL BE CERTIFIED No.1 CULTIVATED SOD AS SCHEDULED, GROWN AND SOLD IN ACCORDANCE
WITH CLASSIFICATION OF THE NURSERY SOD GROWERS' ASSOCIATION OF ONTARIO.  IT MUST BE FIBROUS
AND WELL ROOTED; FREE FROM STONES, MATTED OR DEAD GRASS AND PERENNIAL WEEDS AND SHALL
HAVE BEEN SUBJECT TO REGULAR MOWING AND TREATMENT WITH SELECTIVE WEED KILLER AND
INSECTICIDES DURING THE PREVIOUS GROWING SEASON.  THE SOD MUST BE ROLLED IN SUCH A MANNER
AS TO PREVENT TEARING DURING HANDLING.  THE SOD MUST BE TRANSPORTED AND LAID WITHIN FOUR (4)
DAYS OF LIFTING AND SHALL BE PROTECTED DURING TRANSPORTATION TO PREVENT DRYING OUT.  DRIED
OUT UNHEALTHY SOD WILL NOT BE ACCEPTED ON SITE.  SHOULD THERE BE AN UNAVOIDABLE DELAY IN
INSTALLATION THE SOD MUST BE KEPT COOL AND MOIST UNTIL IT IS LAID.

FERTILIZER: SPREAD PRE-SODDING FERTILIZER (10:10:10) AT THE RATE OF 75 GRAMS PER SQ.M.
AT LEAST ONE (1) WEEK BEFORE THE SOD IS LAID USING AN APPROVED BROAD CAST DISTRIBUTOR;
WORKING IT INTO THE TOP 75mm OF SOIL BY CROSS-HARROWING OR RAKING.

LAYING SOD:  THE SURFACE OF THE SOIL MUST BE RAKED LEVEL OR TO FORM EVEN-FLOWING CONTOURS,
AND WELL FIRMED BUT LEAVING A FINE LOOSE TEXTURE BEFORE THE SOD IS LAID.  THE SOD SHALL BE
LAID IN ROWS COMMENCING AT A POINT CLOSE SOIL ACCESS SO THAT WORK PROCEEDS OVER THE SOD
ALREADY LAID USING ADEQUATE TIMBER PLANKS TO SUPPORT WORKMEN AND WHEELBARROWS.  SOD
SHALL BE LAID IN STRETCHER BOND PATTERN (AS IN BRICK WALLS) WITH BROKEN CROSS JOINTS.  THEY
SHALL BE CLOSELY BUTTED TOGETHER LEAVING NO GAP AFTER THE SOD IS PROPERLY PLACED THE SOD
IS TO BE ROLLED TO INSURE GOOD CONTACT BETWEEN SOD AND UNDERLYING SOIL.  ROLLING IS TO BE
PERPENDICULAR TO THE DIRECTION IN WHICH THE SOD WAS LAID. ANY IRREGULARITIES SHALL BE
ADJUSTED BY LIFTING AND RAKING OUT OR INFILLING WITH FINE SOIL.  EDGES WILL ALWAYS BE LAID WITH
WHOLE TURFS.  THE FINISHED LEVEL OF THE TURF SHALL CONFORM TO THE LEVELS SHOWN ON THE
DRAWINGS AND SHALL BE 25mm ABOVE PREVIOUS SOIL LEVEL ADJOINING EXISTING TREES OR SHRUBS.
SOD MUST NOT BE LAID DURING SNOW OR FROSTY WEATHER OR ON EXCEPTIONALLY DRY OR
WATERLOGGED GROUND.  IMMEDIATELY AFTER INSTALLATION, THE CONTRACTOR MUST WATER THE SOD
AND UPPER 150mm OF SOIL.

MOWING AND TRIMMING: DURING THE GROWING SEASON THE GRASS WILL BE CUT WITH AN APPROVED
MACHINE AT REGULAR INTERVALS TO ENSURE THAT THE GRASS DOES NOT EXCEED 50mm HIGH.  THE
EDGES OF THE SODDED AREAS SHALL BE NEATLY TRIMMED BY HAND CLIPPING AT THE TIME OF EACH
MOWING.  HEAVY GRASS MOWINGS MUST BE REMOVED OR SPREAD ABOUT EVENLY IMMEDIATELY AFTER
TRIMMING AND MOWING.

HANDOVER: AREAS WILL NOT BE ACCEPTED FOR HANDOVER ON THE SPECIFIED DATES IF FOR ANY OF THE
FOLLOWING REASONS THE WORK IS NOT UP TO STANDARD: (A) IF THE SWARD HAS FAILED TO ESTABLISH
ITSELF TO THE SATISFACTION OF THE OWNER; (B) IF THE GRASS IS DAMAGED BY FAILURE TO CARRY OUT
MAINTENANCE OPTIONS; (C) IF PARTS OF GRASS ARE ONLY HALF-COMPLETED; (D) IF SINKAGE BELOW
FINISHED LEVEL HAS OCCURRED; (E) THE GRASS AREAS AND SITE HAVE NOT BEEN CLEARED OF STONE,
WEEDS AND OTHER RUBBISH; (F) IF RESODDED PATCHES HAVE NOT BECOME ESTABLISHED.  THE
CONTRACTOR IS TO CONTINUE TO MAINTENANCE OF THE GRASS UNTIL ACCEPTANCE AND IS RESPONSIBLE
FOR A MINIMUM OF ONE CUT.

#1 NURSERY SOD

15
0

EXISTING SOIL

150mm MIN.
TOPSOIL (AFTER
COMPACTION)

4

RETAIN HEALTHY ROOT BALL

CEDAR PLANTING - TRENCH

BREAK UP EDGES OF TREE PIT WITH
SHOVEL

PLANTING SOIL MIXNOTES:
1. WATER WELL UPON COMPLETION
2. EXCAVATE TREE PIT TO 1200mm WIDTH MIN.
3. REMOVE ANY EXCESS SOIL OR RUBBISH
    OFF-SITE UNLESS OTHERWISE DIRECTED.
4. ALL DIMENSIONS IN MILLIMETERS

5 PARTS DARK LOAM
2 PARTS COMPOSTED COW MANURE
1 PART PEAT MOSS
.50 KILOS/CUBIC METER (1LB. BONE MEAL
PER CUBIC YARD SOIL

PROVIDE 150mm Min. WOOD CHIP MULCH
OVER 1200mm x 1200mm SQUARE OF
BIO-DEGRADABLE NON-WOVEN
LANDSCAPE FABRIC ON PLANTING BED
WITH 150mm SAUCER

PROVIDE ONE 16 / 8 / 8 CONIFEROUS TREE
FERTILIZER SPIKE PER TREE OR
APPROVED ALTERNATE

PREPARATION OF TRENCH: EXCAVATE 450mm
(18") DEEP TRENCH - SEPARATE TOPSOIL FROM
SUBSOIL, BREAK UP BOTTOM OF TRENCH,
REMOVE SUBSOIL OFF OF SITE OR AS DIRECTED.

PRUNING: TRIM FOR SHAPE REMOVE BURLAP,
POTS AND/OR WIRE BASKET

COLLECTED STOCK: CUT ROOTBALL WITH A
SHARP SPADE; TAKE AS MUCH EARTH AS
POSSIBLE. DO NOT SHAKE EARTH FROM
ROOTS. PLANT WITHIN 2 TO 3 DAYS.

(FOR HEDGING)3

15
0m

m

WATER WASHED STONE

WATER WASHED STONE
50 - 75mm DIA.

HARD PAVEMENT
AS PER DRAWING

UNDISTURBED SOIL

LANDSCAPE FABRIC
WEED PROOF MESH

HARD PLASTIC EDGING
WITH ANCHORING STAKES

PLANTING BED OR SOD
AS PER DRAWING

11 PROMENADE PLANK AND SERIES
N.T.S.

MAIN PAVER:
UNILOCK PROMENADE PLANK
PROMENADE PATTERN A
SIZE: 10cm x 40cm x 10cm
COLOUR:
RANDOM COLOUR

REFER TO DETAIL FOR
INSTALLATION INSTRUCTIONS

SOLDIER COURSE:
UNILOCK - SERIES
60 cm x 20 cm x 10cm
COLOUR: BLACK GRANITE

12
321413.03-40

POLIGON 12' X 16' STEEL TRELLIS  
N.T.S. Model: DB-7713

325080-22

UNILOCK - U-CARA GRILL ISLAND 
N.T.S.

14
129310-54

NATURAL CONCRETE PAD W/ MESH

CONTINUOUS CONCRETE PAVING

WITH OPTIONAL DRAIN5

ALL THE FOOTINGS TO BE ON THE 150MM X 450MM
CONCRETE GRADE BEAM. DEPTH TO BE SPECIFIED

NOTE:

SHOP DRAWING REQUIREDSHOP DRAWING REQUIRED

ALL THE FOOTINGS TO BE ON 150MM X 450MM
CONCRETE GRADE BEAM. DEPTH TO BE SPECIFIED

NOTE:

UNDERGROUND PARKING ROOF SLAB
600MM BELOW SURFACE

CONTRACTOR TO PROVIDE SHOP DRAWINGS
NOTE:

CONTRACTOR TO PROVIDE SHOP DRAWINGS
NOTE:

SAMPLE TO BE PROVIDED FOR APPROVAL BY LANDSCAPE ARCHITECT

ON DRAWINGS

ALL GIVEN DIMENSIONS ARE IN MILLIMETRES.

WRITING.
PATTERN. ALTERNATE STONE AND/OR PATTERN MUST BE APPROVED IN 
LAY LOOSE SAND THROUGHOUT. LAY PAVERS MAINTAINING SPECIFIED
SURFACE WITH NO PROJECTING STONES.
PARALLEL WITH THAT OF FUTURE STONE PAVEMENT, LEAVING A SMOOTH
COMPACT TO 95% S.P.D. WITH VIBRATOR. THE GRADING IS TO BE EXACTLY

MATERIAL. FORM WELL COMPACTED SUB-BASE. DIG 250mm DEPTH TRENCH.
PREPARATION - EXCAVATE TO REDUCED LEVELS, REMOVE ALL ORGANIC

TWO APPLICATIONS OF SAND.
WATER TO ENSURE COMPACTION OF SAND JOINTS, IF NECESSARY PROVIDE
STONE MUST BE REPLACED AT THE CONTRACTOR'S EXPENSE. SPRINKLE WITH 
OVER THE STONE TO ENSURE AGAINST CHIPPING. ALL DAMAGED OR CHIPPED
MACHINE IN A CIRCULAR PATTERN. SPRINKLE SAND AND BRUSH INTO JOINTS
BLADE. STONE AND SUB-BASE ARE TO BE VIBRATED WITH AN APPROVED
CUT TO FORM A UNIFORM PATTERN USING A SAW WITH A MASONARY
SPACING ONTO THE SAND BASE. IN IRREGULAR AREAS, STONES SHOULD BE
RECOMMENDATIONS WITH CLOSE BUTT JOINTS OF APPROXIMATELY 3mm
PAVERS WILL BE LAID IN STRICT ACCORDANCE WITH THE MANUFACTURER'S
WORKMANSHIP

RUN COMPACTED TO 95% S.P.D.
200mm MINIMUM DEPTH CRUSHER

SAND OR SCREENINGS
25mm LEVELLING BED OF COARSE

AND PATTERN AS SPECIFIED
INTERLOCKING PAVERS; COLOR, TYPE

100mm BIG 'O' DRAIN

250mm DEPTH TRENCH CLEAR GRAVEL 

LAY BIG 'O' DRAIN AND BACKFILL WITH CLEAR GRAVEL. LAY CRUSHER RUN AND 

IN FILTER SOCK

CONCRETE PAD AS NOTED ON PLAN

UNIT PAVING NEXT TO CONC. PAD ON ROOF SLAB

UNDERGROUND PARKING ROOF SLAB

7 MAGLIN BENCH MLB1050W
N.T.S.

ON CONCRETE PAD

10
129343.50-05

METAL BOLLARD - BLACK COLOUR
6

1.2M HT DECORATIVE METAL FENCE

NOTE: CONTRACTOR TO VERIFY SUBGRADE COMPACTION AND NOTIFY
LANDSCAPE ARCHITECT OF ANY SUBSTANDARD CONDITIONS.

8 NORTHSHORE AND SERIES 
N.T.S.

UNILOCK NORTHSHORE
14.75 X 14.75" -
COLOUR: ALMOND GROVE

REFER TO DETAIL FOR
INSTALLATION INSTRUCTIONS

UNILOCK SERIES - 7 X14" -
COLOUR: MOUNTAIN MIST

0mm

COLOUR SIMPLE:

321413.03-46
9



GENERAL NOTES

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE AND THE
LANDSCAPE ARCHITECT RETAINS OWNERSHIP OF THESE
DRAWINGS.  THEY ARE FOR SITE PLAN APPROVAL ONLY AND MAY
REQUIRE FURTHER CONSTRUCTION DETAILING AND
COORDINATION WITH OTHER ASSOCIATED PROFESSIONAL DESIGN
SERVICES BEFORE ACTUAL TENDER AND CONSTRUCTION
COMMENCES.  DIMENSIONS ARE TO BE VERIFIED PRIOR TO
CONSTRUCTION.  DRAWINGS ARE NOT TO BE SCALED.  IT IS
ADVISED THAT CONTRACTORS CONTACT THE LANDSCAPE
ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF
THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS
NOT LIABLE FOR ERRORS OR OMISSIONS ARISING FROM
UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE
SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS
CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND
CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT
DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE
LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

THE LOCATION OF PROPERTY LINES, ELEVATIONS AND
FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A
DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER
CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS
CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,
LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN
EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON
SITE AND REPORTED TO THE CONSULTING LANDSCAPE
ARCHITECT TO DETERMINE THE IMPACT OF THE VARIATIONS ON
THE SUITABILITY OF THE PROPOSED DEVELOPMENT.

CONSTRUCTION MUST CONFORM TO ALL CODES AND
REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.

CONCEPTUAL

PRELIMINARY

SITE PLAN

PERMIT

TENDER

CONTRACT

CONSTRUCTION

AS-BUILT

LOCATION MAP

THESE LANDSCAPE DRAWINGS SHALL ONLY BE USED FOR THE
PURPOSES INDICATED BELOW AS NOTED AND WHEN SIGNED BY
THE CONSULTING LANDSCAPE ARCHITECT.

INC.

HENRY KORTEKAAS
& ASSOCIATES
LANDSCAPE ARCHITECTS,
ARBORISTS,
ENVIRONMENTAL &
RECREATIONAL PLANNERS

224 & 234 KERR STREET
OAKVILLE, ON L6K 3A8
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REVISIONS

 NO.    DATE                  NOTES                              BY
 1    2020-06-12   SET UP DRAWING                                KL

 2      2020-12-23      REVISED AS PER UPDATED SITE PLAN       LZH

 3      2021-01-12      TREE PRESERVATION PLAN UPDATED       LZH

 4      2021-01-27      REVISED AS PER UPDATED SITE PLAN       LZH
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AS SHOWN

DETAILS

NATURAL CONCRETE PAD W/ MESH

CONTINUOUS CONCRETE PAVING

OPTIONAL DRAIN & 150MM DEPTH GRANULAR BASE
2

HEAVY DUTY STEEL
FRAME AND DOOR

959 MM

ø 737 MM

ø 305 MM

SPUN METAL LID

MAGLIN 32 GALLON
HEAVY DUTY LINER

SECURE TO UNIT PAVERS WITH
6.5mm Ø ANCHOR BOLTS

PRECAST CONCRETE UNIT PAVERS

200mm DEPTH 19mm CRUSHER RUN

COMPACTED SUBSOIL TO 95% S.P.D.

MLWR200S-32 GARBAGE CAN
BY MAGLIN

MAGLIN HEAVY DUTY
STAINLESS STEEL

LATCH SYSTEM

5

COMPACTED SUBGRADE

270R TERRAFIX FILTER CLOTH

AT A MINIMUM 1% SLOPE TO CATCH BASIN IN SOCK
DRAINAGE PIPE-100mm DIAM. (4") PERFORATED BIG 'O' LAID

DRAINAGE PIPE DETAIL

270R TERRAFIX FILTER CLOTH

100mm ø BIG 'O' DRAIN AS BELOW

SLOPE 
GRADE TO 

ENGINEERED WOOD CHIPS PLAY AREA
N.T.S.

ADJACENT SURFACE
AS PER PLAN

3
0

MAX.

M
IN

.

WRAPPED AROUND TRENCH.
OVERLAP BY 300mm

BIG O PIPE

FILTER CLOTH BEYOND
TRENCH

ENGINEERED WOOD CHIPS - 300mm MINIMUM DEPTH.
PROVIDE SAMPLE BEFORE INSTALLATION

3/4" CLEAR STONE

3/4" CLEAR STONE

SUBSOIL- COMPACTED
TO 95% SPMDD

CONCRETE CURB

7
321819.13-18

15
0m

m

LIMESTONE WITH W.W.S.

WATER WASHED STONE
25-50mm DIA.

UNDISTURBED SOIL
LANDSCAPE FABRIC
WEED PROOF MESH
HARD PLASTIC EDGING
WITH ANCHORING STAKES

LIMESTONE (ARMOUR STONE) - LARGE ROCKS FROM STONE QUARRY

SUBGRADE - IS TO BE COMPACTED AND FIRM ENOUGH TO
ACT AS BASE FOR STONE.

VARIES AS PER PLAN

LIMESTONE'S SIZE AS PER LANDSCAPE PLAN
POSITIONING ON SITE TO BE DETERMINED BY L.A.
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WORK STONE TO CREATE HARD EDGES 

6

SAMPLE TO BE PROVIDED FOR APPROVAL BY LANDSCAPE ARCHITECT

ON DRAWINGS

ALL GIVEN DIMENSIONS ARE IN MILLIMETRES.

PROVIDE TWO APPLICATIONS OF SAND.
WATER TO ENSURE COMPACTION OF POLYMERIC SAND JOINTS, IF NECESSARY
STONE MUST BE REPLACED AT THE CONTRACTOR'S EXPENSE. SPRINKLE WITH 
TO ENSURE AGAINST CHIPPING. ALL DAMAGED OR CHIPPED
SPRINKLE POLYMERIC SAND AND BRUSH INTO JOINTS OVER THE STONE 

CUT TO FORM A UNIFORM PATTERN USING A SAW WITH A MASONARY BLADE. 

WORKMANSHIP

SPACING ONTO BASE. IN IRREGULAR AREAS, STONES SHOULD BE
RECOMMENDATIONS WITH CLOSE BUTT JOINTS OF APPROXIMATELY 3mm
PAVERS WILL BE LAID IN STRICT ACCORDANCE WITH THE MANUFACTURER'S

AND PATTERN AS SPECIFIED
INTERLOCKING PAVERS; COLOR, TYPE

ADJACENT SURFACE
AS PER PLAN

UNIT PAVERS ON CONCRETE

WITH POLYMERIC SAND
ALL UNIT PAVING JOINTS FILLED

STONE AND SUB-BASE ARE TO BE COMPACTED.

50mm HIGH PERORMANCE BEDDING

25mm CLEAN SAND -
COMPACT TO 95% S.P.D.

270R TERRAFIX FILTER FABRIC

150mm CONCRETE

SEE DETAIL

FOR THICKNESS & REINFORCEMENT

5
L-D1

8

1.2M HT. CHAIN LINK FENCE WITH 50MM MESH
1:50

3000 MAX.

12
00

12
50

 M
IN

.

15
0

300 TYP. 250 TYP.

BLACK VINYL 323113.16-03
1

GENERAL SCORELINE ILLUSTRATION:
3/8" SCORELINE

SEATWALL

12

N.T.S.

400MM HT. CONCRETE SEATING WALL ON ROOF SLAB

1. ALL DIMENSIONS IN
MILLIMETERS UNLESS
OTHERWISE NOTED

2. ALL CONCRETE TO BE 30
MPa AT 28 DAYS

3. PROVIDE EXPANSION
JOINTS AS PER SITE
DIRECTION BY
LANDSCAPE ARCHITECT

NOTES

00

4

#4(1
2") REBAR @ 915 O.C.

LIGHT. SAND BLAST FINISH
CONCRETE SURFACE

ADJACENT SURFACE AS PER PLAN

150MM X 450MM CONCRETE GRADE BEAM
#4 (1

2") REBAR x2 TOP & BOTTOM

150 GRANULAR 'A' BASE
COMPACTED TO 98 S.P.D. MIN. (TYP)

EXPANSION JOINTS AT 300MM O.C. AND
EDGE TREATMENT. FINISH WITH FOAM
BACKER ROAD AND CAULK JOINT WITH
MASTIC SEALANT. WIDTH TO DEPTH
RATIO OF MASTIC TO BE PER
MANUFACTURER'S Z
RECOMMENDATIONS

LANDSCAPE FABRIC MESH

SO
IL
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UNDERGROUND PARKING ROOF SLAB

322011.10-09
3
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MAGLIN BENCH - MLB300W ON CONCRETE SLAB

150150

60
0

15
0

10

MAGLIN BIKE RACK MBR150-S
N.T.S.

ON CONCRETE
PAD

ON CONCRETE
PAD

129343.50-23
9

KOMPAN TOT LOT PLAY STRUCTURE - PLAY TOWER, PHYSICAL 
12

SCHEMATIC ONLY.
CONTRACTOR TO PROVIDE SHOP
DRAWING

NOTE:

150MM HT. CURBED PLANTING BED ON ROOF SLAB

N.T.S.

NOTES:
1. ALL CONCRETE TO BE

MINIMUM 30MPa AT 28
DAYS, WITH 5 TO 7%
AIR ENTRAINMENT.

2. MAX. CONTROL JOINT
SPACING TO BE 3.0m.

3. ALL DIMENSIONS IN
MILLIMETRES

COMPACTED GRANULAR 'A'  TO 98%
S.P.D.D. ON COMPACTED SUBGRADE

PLANTS IN CURBED
PLANTING BED

PLANTING BED

SURFACE AS
PER PLAN

UNDERGROUND
PARKING ROOF SLAB

PROPOSED TOPSOIL FOR
PLANTING BEDCOMPACTED SUBGRADE

321613.16-44
4

STRUCTURAL ENGINEERED
SHOP DRAWINGS ARE
REQUIRED

NOTE:

MAGLIN TABLE MLPT400-S-WCA

N.T.S.

CONCRETE PAD

11 129344.20-08

2
L-D2

STRUCTURE IS TO BE INSTALLED ON TOP OF THE
UNDERGROUND PARKING ROOF SLAB.
THE CONTRACTOR IS TO PROVIDE SHOP DRAWINGS
FOR THE FOOTING/GRADE BEAM DESIGN

NOTE:


