
A
R

N
O

T

COO

GINO NATALE

ARCHITECTS

LICENCE

OF

I

4184

TA
I O
N

I
SA S

108.90 m TOP OF EX. GROUND FLOOR 108.90 mTOP OF EX. GROUND FLOOR
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118.45 m TOP OF PARAPET

U/S OF METAL DECK118.050

107.68 m TOP OF LOADING DOCK GRADE
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NEW DOCK SEALS W/12 ” COMPRESSION HEADS. SEALS 
TO BE MANUFACTURED TO FIT THE NEW DOOR OPENING 

SIZES AS SPECIFIED AT ALL DOCK LEVELER POSITIONS 

7’-0” X 8’-0” ELECTRO HYDRAULIC, POURED IN PLACE, 
DOCK LEVELERS WITH 16 ” HINGED LIP.  

BUMPERS TO BE MOULDED RUBBER  (4 ” X 10“ X 13”), 
PROVIDED IN PAIRS.  -TYP.

TOP OF REINF.. CONC. DOCK APRON (FIN. GRADE) - 
REFER ALSO TO CIVIL & STRUCT. DWGS 

NEW STEEL STAIR, LANDING,  RAILING, & 
GUARD AT NEW STEEL INSUL. HM EXIT DOOR

CONCRETE FILLED 150mm DIAMETER STEEL PIPE 
BOLLARD EA. SIDE PROJECTING 1200 mm (4'-0") 
ABOVE FINISHED GRADE - PAINT FINISH -TYP. 

NEW STEEL INSUL. HM 
EXIT DOOR & FRAME

PRE-FINISHED METAL 
CAP FLASHING 

NEW OHD- 9'0"x10'0" HT. PREFINISHED WHITE STEEL 
INSULATED OVER HEAD LOADING DOCK DOOR  C/W 

ELCTRO-HYDRAULIC DOCK LEVELER, DOCK BUMPERS, & 
LOADING DOCK SHELTER- TYP. FOR 8(EIGHT)

EXPOSED FOUNDATION- REFER 
ALSO TO STRUCT. DWGS

PROPOSED PART NORTH FACADE 
ALTERATION (IMP WALL )  

EXISTING TO REMAIN

107.680

108.750

EXISTING MECH. RM DOOR

EXISTING SIAMESE CONNECTION

AREA OF EXPOSED BUILDING FACE      =  +/-838.14sm
AREA OF UNPROTECTED OPENING          = +/- 270.24sm

8.38sm 8.38sm 8.38sm 8.38sm 8.38sm 8.38sm 8.38sm 8.38sm2sm

PERCENT OF UNPROTECTED OPENINGS PROPOSED = 32.24%

PERCENT OF UNPROTECTED OPENINGS ALLOWED = 100%

LIMITING DISTANCE = > 15m

NEW VERTICAL INSULATED METAL PANEL (IMP) EXTERIOR WALL  
SMOOTH EMBOSSED FINISH WITH SHADOW LINE PROFILE 

3M FILM  (ACCENT) COLOUR BANDING ON  IMP WALL TO 
MATCH EXISTING CURTAIN WALL DATUM LINES. 

COLOURS TO BE DETERMINED 

EXISTING LOADING 
DOCK DOOR

TOP OF EXISTING FINISHED 
GRADE (NO CHANGE)

TOP OF EXISTING FINISHED 
GRADE (NO CHANGE)

EXISTING MAIN ENTRANCE B.F ACCESSIBLE (TO REMAIN) 

EXISTING ENTRANCE CANOPY TO REMAIN 
EXISTING GRADE LEVEL 
OVER HEAD DOOR

EXISTING PRECAST 
WALL PANELS

EXISTING EXIST DOOR 
TO REMAIN EXISTING EXIT DOORS 

TO REMAIN

TOP OF EXISTING FINISHED 
GRADE (NO CHANGE)

TOP OF EXISTING FINISHED 
GRADE (NO CHANGE)

TOP OF EXISTING FINISHED 
GRADE (NO CHANGE) TOP OF EXISTING FINISHED 

GRADE (NO CHANGE)

THIS DRAWING SHALL NOT BE USED FOR CONSTRUCTION PURPOSES
UNLESS COUNTERSIGNED BY:

DRAWINGS SHALL NOT BE SCALED

"ALL DRAWINGS, SPECIFICATIONS AND RELATED DOCUMENTS ARE THE

REQUEST. REPRODUCTION OF DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS IN PART OR WHOLE IS FORBIDDEN WITHOUT THE OWNER'S

COPYRIGHT PROPERTY OF THE OWNER AND MUST BE RETURNED UPON

WRITTEN PERMISSION".

PROJECT NO.: DRAWING NO.:

CHECKED BY:DRAWN BY:

SCALE:DATE:

DRAWING:

PROJECT:

CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON THE JOB.

NO. REVISIONS DATE

AS NOTED

BY:

1

2

3

4

CLIENT:

5

6

7

8

MAR. 2022

ISSUED FOR REVIEW AND COORDINATION GN

F1RST GULF

FEB. 
23/24

ISSUED FOR SPA GNMAR. 
25/24

23-13 A500

Building Renovations & Site Alterations for
Change of Use from Office to Industrial.

226 Wyecroft Rd. Oakville, Ontario L6K 3X7

ELEVATIONS

1 : 150A500

NEW NORTH (WYECROFT RD ) ELEVATION1

1 : 150A500

EXISTING WEST ELEVATION (NO CHANGE)2

1 : 150A500

EXISTING EAST ELEVATION (NO CHANGE)3

1 : 150A500

EXISTING SOUTH ELEVATION (NO CHANGE)4
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