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PERMEABLE BRICK WALKWAY
X-SECTION

N.T.S.
Brick: eco-priora
Colour: opal blend
Pattern: 5"x10" running bond
Manufacturer: unilock

Brickstop reversible edging
(standard installation) by unilock
to be placed along all brick edges

filled joints
Limestone screenings (fine)

Soil subgrade

Lower foundation (150mm) of
12mm (1/2") single size aggregates

H.P.B. bedding course (50mm)
(or approved equal)
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AND CONSTRUCTION DETAILS
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METAL RAILING/SAFETY FENCE NOTES:

  MANUFACTURER: IRON EAGLE INDUSTRIES
  MODEL: CANADIAN EAGLE (IRON EAGLE II)
  HEIGHT: 4'-0" (1219mm)
  POST CAP: PYRAMID
  COLOR: BLACK

BRICK WALKWAY (w/ CONCRETE
SUB-BASE) X-SECTION

N.T.S.

MASONRY
GARDEN WALL/

COLUMNS/
METAL GATE

N.T.S.
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MASORY GARDEN WALLS/
COLUMNS w/ METAL ENTRY

GATE AND GARDEN WALL TOP
SCREENING (SEE DETAIL)

GARDEN TERRACES TO BE
BRICK PAVING w/ CONCRETE

BASE (SEE DETAIL)

MAIN ENTRY LANDING TO
BE BRICK PAVING w/

CONCRETE BASE
(SEE DETAIL)

BALANCE OF BOULEVARD
AREA TO BE SODDED
(SEE PLANTING NOTES)

METAL SAFETY FENCE ALONG
U/G VEHICULAR ACCESS
RAMP (SEE DETAIL)

METAL SAFETY FENCE/
GATE AROUND PROPOSED

UNIT BALCONY/PATIO
(SEE DETAIL)

RIVERSTONE BORDER
(SEE NOTES)

UNDER
GROUND
ACCESS
RAMP

(SEE ARCH.
DWGS.)

2'-0"

1'-0"

concrete strength to be 20 MPa
(95% s.p.d.) native subsoil w/ minimum
footing over free draining compacted
Continuous poured in place concrete

@ 28 days w/ 6% air entrainment
(Provide key way)

10M @ 305mm O.C. each way rebar
reinforcement (typical) (minimum

40mm clear cover)

Steel reinforced poured concrete

6-8% air entrainment
wall to be 20 MPa @ 28 days w/

Masonry veneer to match
proposed building

(typical)

(optional: concrete block)

Precast conrete coping

1 1/2" (38)

3 1/4" (83)

1 3/4"

(style 'a' - 18 1/2" wide)

coping enlargement

gate
entry

decorative metal design inset to be

be 5/8"x5/8" bars (typical)
Decorative metal design to

Proposed building face

6"

(610)

(152)

(305)

1"x1" & 5/8"x5/8" bars (typical) 3'-6" (1067)

1'-0"
(305)

(45)

All areas noted as sodded to
have #1 nursery grown sod w/
200mm depth (minimum) topsoil
(typical)

All planted areas to have 300mm
depth (minimum) of planting mix,
and 100mm depth (minimum) of
black composted bark mulch
by gro-bark limited
(note: mulch level to be 100mm
above sod level)

PLANTING NOTES:

Brickstop reversible edging
(standard installation) by unilock
to be placed along all brick edges

filled joints (or mortar bed)
Limestone screenings (fine)

Limestone screenings levelling course

Granular 'A' compacted to 98% s.p.d.

100mm concrete base to be 25MPa at

@ 1800mm o.c., expansion joints @

Compacted subgrade

         conditions (to be determined)
         vary depending on site soil
Note: Granular base depth may

Brick: promenade plank

Manufacturer: unilock

infill to be 8"x24" running bond w/

Colour: granite blend (il campo finish)

Depth  from approved subgrade to
bottom of granular 'A' (250mm)

Granular 'B' compacted to 98% s.p.d.

5400mm o.c.)(or as specified)

150x150mm grid of wire mesh raised to
mid-section of concrete (control joints

28 days w/ 6-8% air entrainment and

4"x12" (12" width) soldier course

Pattern:

Area noted as riverstone border
to have 3"-5" diameter riverstone
with landscape filter fabric
(continuous)

RIVERSTONE  NOTES:

ENTRY DRIVEWAY
TO BE VEHICULAR
ASPHALT PAVING

PRECAST CONCRETE
STEPS & LANDING

01 issued for site
plan approval

26/04/18 dob

SEP 10/20

revisions per
s.p.a. comments

dob0215/06/18

BALCONY TO BE BRICK
PAVING w/ CONCRETE

BASE (SEE DETAIL)

03 revisions per
building layout

12/10/18 dob

0407/01/19 dobrevisions per
s.p.a. comments

0525/03/19 doblandscape/tree
canopy revisions

CB

BOTANICAL NAME

PLANT LIST
KEY REMARKSCOMMON NAME NUM CONDSIZE

AA FAGUS SYLVATICA 'RED OBELISK' RED OBELISK BEECH 60mm CAL3

HEMEROCALLIS 'HYPERION' HYPERION DAYLILIES POTTED

BA HYDRANGEA MACROPHYLLA 'NIKKO BLUE' NIKKO BLUE HYDRANGEA 80cm HT

CA HEDERA HELIX 'BALTICA' BALTIC ENGLISH IVY POTTED

AB

MALUS 'RINKI' RINKI CRABAPPLE 60mm CAL

AC

GYMNOCLADUS DIOICUS KENTUCKY COFFEE TREE 100mm CAL

AD

LIRIODENDRON TULIPIFERA TULIP TREE 100mm CAL

3

1

1

8

140

36

AA

1

AA

1

0616/03/20 dobpermeable paving
walkway added

PEDESTRIAN WALKWAY (3'-0" WIDTH) TO BE
PERMEABLE BRICK PAVING (SEE DETAIL)

BALANCE OF AREA TO BE SODDED
(SEE PLANTING NOTES)

PATHWAY LIGHTING
(SEE NOTE)

The following fixtures to be as
supplied by (or approved equal):

estate lighting supply
190 highway #7 west
units #53-54
brampton, ontario, l7a 1a2
(tel) 877-874-1022

The following fixtures to
be as manufactured by
(or approved equal):

cast lighting llc
(tel) 800-914-cast
(web) www.cast-lighting.com

PL - GOOSENECK
#MR-16 AREA/PATH

PL - GOOSENECK
#MR-16 AREA/PATH

ELECTRICAL
LEGEND/

NOTES:

0710/09/20 dobproposed tree
relocated


